RIEFPUIBILIGC

series GUN SAFES

SAFE |DIMENSIONS| DIMENSIONS |CUBIC|WEIGHT| GUN FIRE
MODEL|EXT. (HXWxXD)] INT. (HXWXD) FEET | (LBS.) JCOUNT RATING
Torch Resistant Fire Rated for 60
RG-12 59” x22” x16” 56” x 18%” x 12” 7 440 12 o,rc eststan lr,e ae oro
minutes of protection at 1400°F
Torch Resistant Fire Rated for 90
RG-22 59” x 30 x 24” 56” x 27%” x 19” 16.93 780 22 o,rc eststant lr,e ae or°9
minutes of protection at 1400°F
RG-39 59" x 397 x 247 567 x 3617 x 197 5 925 39 To‘rch RESTIEN Fu“e Rated for 90
minutes of protection at 1400°F
RG-42 72" x 42”7 x28” | 683%” x 39%” x 20 5" 32.5 1,200 42 To,rCh Resistant Flr,e Rated for 90
minutes of protection at 1400°F
I 15" ¥ SERIES SPECS
S o « Bolts: 1%4” active chrome-plated solid steel live locking bolts
« Door: 5” thick, with 3 gauge steel thickness — a full '4” thick plate
p— 125 — « Stainless steel reinforced bolt rings
e « Drill/Ballistic Resistant armored hard plate to protect lock
— r—] HOLLON « Spartan Electronic High Security UL listed Group 1 Lock that exceeds
— SERIES i the strict EMP standards of MIL-STD 461F, RS105 (50kV/m) and is fully
HIGH AN DUSTRY | functional after 50,000 volts/meter
SECURITY | o STANDARD - q >
s qlelie=s o Light Kit upgrade
a INDUSTRY THAN INDUSTRY od
',“_Q STANDARD catnaas « Adjustable interior
« UL Listed RSC Rated
e ) e AL
Competitor's HOLLON Protected by a SARGENT and GREENLEAF
"KY NEAT 1Q TUTAVED QN High Security Lock
A ol & i i A } il A 2 - Tested to MIL-STD-461F, Method RS105
I I I I . ?PrOteCt
|6 gauge  12gauge [0 gauge 8 gauge 3 gauge

NOTE: lllustrations are not to scale.
They only serve to demonstrate the

comparative difference in thicknesses. o U
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